Switch Inspection Report/ Semi- Annual

Mainline /D 2 Yard

wot_ Bok 481 7]

L

i
te 9~[§i- -2d 7 Inspection Crew Zg gég (Q( g 4 L)(ﬂ{/ﬁ &.Cé? _//

1. Location:
2. SWnanQtfiﬁgﬂggzz

3. Facing Trailing V

Rail Points

4. Point to Point_§ { j”z

5. Point Condition
6.

Y R
éoint Throw Nothing less than 4” or greater than

5” Min 3 % “on house top point protector
N Y HE R
7. Point opening

N_ 4 R Y
e
g

9. geral Condition of the points

R

Gage
10. Heel of Switch

a. Main S/ék:&
. b. Turnout_56 7/“2
11. Gage ahead of Bend__ S5 7
Must not be less than 56” or more than 57” for “S”
12. Heel Spread in Inches

a. Main é VQ
b. Turnout Zq
Stock Rail
4. Bend QY R
5. Condition 9‘( R

Bolts
6. Loose D N/A

7. Missing G N/A

Rivets

8. Loose %
9. Missing
ey O N

10. Cotter Pins Missing

11. Jam Nuts Lpose tj N/A

12. Washers Broken Missing
13 dard Joints
7Y R N/A

“ﬂ.éﬁ?ch Plates

A R N/A

15. @djdstable Braces
S YR N/A

Remarks on Page 3

Flagman /\(l.[p}

16. Non-Adjustable
S Y R({N/a_

. Switch Rods

17 ~kront Rod
. Y R N/A
18. #1 Rod (Basket Rod)

G2 Y R N/A

19. #2 Rod
(&Y R N/A
20. #3 Rod
Y R N/A
21. #4 Rod =
S Y R M
22. Closure Rail
¥ R N/A
23. Surface Rail
R N/A
Using a 62" Cord
S= Up to 1” Max allowed Speed
vY=1"to %" Max allowed 1 1/2 “ 40 MPH
R=11/2"TO %" 12 MPH Greater than 1 %" Qut
of Service
24. Head Block Ties
25. Switch Adjustment
Yes o

26. Lubrication
K /J Dry

27. Switch Target/ Lamps

OK  Missing N@),

28. katehes
J Missing N/A
29, kotcks
Missing N/A

30. G'eneral Condition

31, lnsulated Joints
S



Frog Inspection Report/ Semi- Annual

Mainline @ 2 Yard

wor __3ab 97/ 7

ite Q"’ ¢ ~/ 7 Inspection Crew /00 //a x‘(‘»/ (@Ln%/p \-CG //

1. Location:

2. SwitchID#_ 1.5 E LA
3. i Trailing é/

Facing

Flagman L qQm

44. Frog Tread N C.S:)Y
R SSZY R
45. Frog Number #
46. Erog Point Condition
Y R

47. gdition of Frog
Y R

48. Surface of Frog
Y R

49 Hroat in Inches 21/%(

50. Flangeway Depth R

Flangeway Depth must not be less than 1/2

]

Gage
“1. Main Track Ké j/('/

_)2 Turnout Track 5@ 3

Gage must not be less than 56” for any Class

Guard Rails
53. Guard Rail Gage N_S ¥ j:?R =y Yana
Guard Rail Gage must be less than 54 3/8”
54. Backto back N S} RT2 %?N/A
Back to Back must be less than 53 1/8”

55_Gandition
R

56. L;cation of Guard Rail ( Relation to Point)

Y R

Guard Rail Clamps

57. Main Track .
svyr o G

58. Turnout Track C
S YR W

Class 1 Gage 56" to 57 4”
More than 57 1/2 “ Out of Service

Class 3 Gage 56" to 57”
Jre than 57” to 57 %” downgrade to

Class2 and getsa Y

Remarks on page 3

Turnout Ties
59. Conditions
GD Y R N/A
60. Rail Movement
Y R N/A

Tie Plates
61. Lead

(v R A
62&)&{1 RaﬂF!anﬂei% Y [}R

Guard Rail Flangeway cannot be less 1 %"
63. Guard Rail Plates
QY R N/A
64. Frog Plates
@Y R N/A

Bolts
65. Loose O N/A
66. Missing O N/A

Rivets
67. Loose
68. Missing \

69. Nuts Missing . NA
70. Cotter Pin;iﬂssing @/

71. Washers roken Missing
72. Hold Down Devices
éj Y R N/A
" 73. Spring HouSing
S Y R@
74. Derails

SYRIM

75. Maximum difference in any 31" in Cross Level on
the siding from the Frog Point to 50” beyond last

tie
Difference

7ﬁgQ(ndition of Line thru entire turnout
R



Remarks

Switch 4 75_3)’ (A Date 47~/ ) wo # 20£ C/LP[ 7

Ypatled 227 4. C 1.4 wtlel s

i

A rwoffed O 4= &

2L Lepse Seyew «;f:l_’o

ThE }pee»,t:b £ c‘m/éefa

All rules comply with the MTA Fled Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard Tracks
S All items inspected are in compliance

Y Attention needed

R Imitate attention
Reviewed by: /)ﬂ/ />Y Date: T’//j /(7
14 —— "l /



Switch Inspection Report/ Semi- Annual

Mainline /17 2 Yard

woi 0L Y68

— J
. Jte Ci ~24-/7 _ Inspection Crew %)//a fc/ /é,a_ém% QE’_ //

1. Location:

2. Switchip#_ 1 [ ~ 5

3. Facing Trailing
Rail Points

4. Point to Point > | Vz

5. Point Condition
SYR

6. Point Throw Nothing less than 4” or greater than

5" Min 242 <0n house to 9t protector
N R “(.p,’)/?

7. Pointopeping
CEE . s Yy
8. Fit

R

9. General Condition of the points

©%

Gage
10. Heel of Switch

a. Main S(’) V,l

b. Turnout
11. Gage ahead of Bend Sb Q
Must not be less than 56” or more than 57” for “S”
12. Heel Spread in Inches

a. Main J’/

b. Turnout

Stock Rail

4. Bend Y R

5. Conditiol S.Y R
Bolts

6. Loose © N/A

7. Missing :’&2 N/A

Rivets

8. Loose % N/A
9. Missing N/Ao

10. Cotter Pins Missing N/A
11. Jam Nuts Loose N/A
12. Washers roken Missing

13, Standard Joints
Czt)( R N/A

4. Switch Plates
CéY R N/A

15.{Adjustable Braces
S% R N/A

Remarks on Page 3

Flagman Ld/ﬁ

16. Non-Adjustable
SY RDP

Switch Rods

17 nt Rod
C.’i‘-Y R N/A

18, #] Rod (Basket Rod)
@Y R N/A
19. #2 Rod

Y R N/A

20. 3 Rod
(éi)v R N/A

21. £4 Rad
(ggj)v R N/A

22. Closure Ralil
S Y R N/A
23. Surface Rail
S Y R N/A
Using a 62" Cord
S= Up to 1” Max allowed Speed
Y= 1" to %" Max allowed 11/2 “ 40 MPH
R=11/2"TO %" 12 MPH Greater than 1 %” Out
of Service
24. Head Block Ties
5) Y R
28, Switch Adjustment
Yes Q
26. Lubrication
0K
27. Switch Target/ Lamps

oK Missing___ /8D
28, es
Missing N/A

29. (S
Missing_ N/A
30, General Condition
Y R

31 ulated Joints
Y R



Frog Inspection Report/ Semi- Annual

Mainline @ Yard

wor o {68

Jte C},/é A Inspection Crew___| ,O“Qtd Klﬁé % \CQ///

1. Location: _
2. Switch ID# 1‘17 = b
3. Facing L— Trailing

44, Frog Tread N Y R
R &Y R

45. Frog Number #__ | 5

46,-Erog Point Condition

R
47. Condition of Frog
Y R
48 Surface of Frog
Y R

49. Throatin Inches &
50. Flangeway Depth
Flangeway Depth must not be less than 1/2

2

Gage

(. MainTrack_ > b !/2
52. Turnout Track [ '.'>/€f

Gage must not be less than 56" for any Class

Guard Rails _ &g gg
53. Guard Rail Gage N_S b § S([ /A

Guard Rail Gage must be less than 54 3/8"
54. Backto back NSZ R N/A
Back to Back must be less than 53 1/8”

55, _Condition
Y R

56. Location of Guard Rail { Relation to Point)

v R

Guard Rail Clamps

57.Main Track
C;}Y R N/A
5 rnout Track
@/Y R. N/A
Class 1 Gage 56" to 57 15"
More than 57 1/2 “ Out of Service

7'7ss 3 Gage 56” to 57”
Jre than 57” to 57 %4” downgrade to

Class 2 and getsa Y

Remarks on page 3

Flagman 4{}‘ y 74

Turnout Ties

59.

nditions
Y R N/A

60. Rail Movement

QY R N/A

Tie Plates

61. Lead
S/ Y R N/A
62. Guard Rail Flangeway

@ vy R ON_L R L7 )
uard Rail Flangeway cannot be less 1 13"

63. Guard Rail Plates

64,

Bolts
65.
66.

67
68

73,

74.

75.

Y R N/A
Frog Plates

Y R N/A
Loose BNA N/A
Missing 9 N/A

Rivets
. Loose %
. Missing
69.
70.
71.

72,

Nuts Missing O i\iff

Cotter Pins Missing
Washers @oken Missing
Hold Down Devices

Y R N/A
Spring Housing
S Y R

Derails
S Y R @
Maximum difference in any 31”7 in Cross Level on

the siding from the Frog Point to 50” beyond last
g tie
Olg, Difference

7@dition of Line thru entire turnout
¥ R



Remarks

Switch # 7 ”“" __'} Date Q g,égg JWO # %(6 C((;Bf)

Mo dofete roled

£ /
(A) s/ocm‘r}, ny Cn ;ﬂ(@‘fﬂ

All rules comply with the MTA Fled Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard Tracks
S All items inspected are in compliance

Y Attention needed

R Imitate attention / / ’ﬁ/
Reviewed by: ¢ Date: 7 Q‘ l,[7



Switch Inspection Report/ Semi- Annual

Mainline @ 2 Yard

wor _5p 6 46¢S

——

te AL~ [ 7] Inspection Crewkuwiﬁli&L___

1. Location:
2. smmhm#"‘[[b-lﬂ' /

3. Facing Trailing

Rail Points

4. Point to Point 5 l W

5. Point Condition
S YR

6. Paoint Throw Nothing less than 4” or greater than

5” Min 3 % “on house top pgint protector

4 Ye R 4 YUl
7. Point opening
) RS
8. Fit
(O
9. General Condition of the points
&
Gage
10. Heel of Switch

a. Main :'] é:ﬁ

j b, Turnout_S{
11. Gage ahead of Bend ;
Must not be less than 56” or moré than 57" for “S”

12. Heel Spread in Inghes
a. Main __ | y‘/

b. Turnout é fi

Stock Rail

4. Bend Y R

5. Condition Y R
Bolts

6. Loose b N/A

7. Missing O N/A

Rivets
8. Loose O N/A
9. Missing N/A

10. Cotter Pins Missing D N/A
11. Jam Nutsk;e;e O N/A
12. Washers J Broken  Missing___
13. Standard Joints
R N/A

4 itch Plates
R N/A

15 justable Braces
R N/A

Remarks on Page 3

Flagman Z\&}ﬂ

16. Non-Adju le
S Y RN/

Switch Rods
17. Front Rod

@Y R N/A

18. ¥1 Rod (Basket Rod)
@Y R N/A

19. Rod

@ Y R N/A

20, #3 Rod

Y R N/A
21 Rod
Y R N/A
22 . ¥losure Rail
Y R N/A
23%5Urface Rail
Y R N/A
Using a 62" Cord
S= Up to 1" Max allowed Speed
Y= 1" to %" Max allowed 11/2 “ 40 MPH
R=11/2"TO %” 12 MPH Greater than 1 %” Out
of Service
24, . Mead Block Ties
Y R
25, Switch Adjustment

Yes
26. Lubricaln

oK
27. Switch Target/ Lamps

OK  Missing N@

28. Latches

Missing N/A
29. Logks

Missing N/A

30. General Condition

0.
31. Tnsulated Joints

(Y R



Frog Inspection Report/ Semi- Annual

Mainline @ 2 Yard wor w6 ([ &S
fte Q‘R£~/7 Inspection Crew _f()f) {[Q }"7;(/ f'()n/.d (37%(-_’,‘, SG//

1. Location: i
2. Switch ID# /[ —
3. Facing Trailing e Flagman Ad’,é}

44. F
rog Tread E i Is Turnout Ties
45. Frog Number #__{ T =01 Celeitios
: B ® Y R N/A
46. Frog Point Condition .
v R 60. Rail Movement
’ N
47.C§;mdition of Frog § v R NA
L Tie Plates
48. Surface of Frog 61 Lead
[ Y R N/A
49. Throatin Inches :b Vc/ 62 Guard Rail FIange_wF

50. Flangeway Depth g @ Y R N I : R

Flangeway Depth must not be less than 1/2” Guard Rail Flangeway cannot be less 1"
63. Guard Rail Plates

Gage

1. Main Track oL 3/(/ 64 im-\(p[ai-N/A
52. Turnout Track S’é "o h' DY PQN;,.
Gage must not be less than 56” for any Class S i
Bolts
Guard Rails rb
uard Rals ! ) 65. L N/A
53. Guard Rail Gage NST}%R SS[:‘??N/A 62 l\/cl)i(?sz?n-: ®) NjA
Guard Rail Gage must be less than 54 3/8” ' = —
54. Back to back NSR F/RE2 y?N/A Rivets
Back to Back must be less than 53 1/8" 67. Loose
55. Condition 68. Missing
Q/Y R _ 69. Nuts Missing T
56. Lgcation of Guard Rail ( Relation to Point) 70. Cotter Pins Missing
R 71. Washers roken_ Missing__
; 72 HNold Down Devices
Guard Rail Clamps Y R N/A

57 in Track

Y R N/A " 73. Spring Housi?%

58. Turnout Track 74 ?)ef;(ils "
O N/A s v R

Class 1 Gage 56” to 57 14" 75. Maximum difference in any 31” in Cross Level on
More than 57 1/2 “ Out of Service the siding from the Frog Point to 50” beyond last

g tie
""4\55 3 Gage 56" to 57" Difference
sre than 57" to 57 %4” downgrade to 7§ §ondition of Line thru entire turnout
R

Class 2 and getsa Y

Remarks on page 3




1l

Remarks

switchs 712 - [} Date LA ~/7 WO # 06 %é’ﬂf

Ny r_[nefee,‘(:g &b‘{—q‘j

L& sp et i n cesm/@fﬁ,

All rules comply with the MTA Fled Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard Tracks
S All items inspected are in compliance

Y Attention needed

R Imitate attention / /
Reviewed by: Date: q 27 //7




Switch Inspection Report/ Semi- Annual

woi D b 47l
\)cejnl 4~ (] Inspection Crew /96 //Cllffé Kﬂ L’Eﬁ/et. & E//

li
Mainline 1 @ Yard
1. Location:
2. Switch ID# Z[;é ~ 113 .
-
3. Facing Trailing e
Rail Points

4. Pointto Point‘g [ 3/2
5. éintCondition
Y R

6. Point Throw Nothing less than 4” or greater than

57 Min 3,72 “on house tog(p@n rotector

N
7. Eomtgope ng . ;yg

8. it
R
9. General Condition of the points

SHR

Gage
10. Heel of Switch

a. Main ";6}/2
2

) b. Turnout

11. Gage ahead of Bend L
Must not be less than 56” or more than 57" for “S”
12. Heel Spread in Inche?

a. Main
b. Turnout >
Stock Rail

4. gend (DY R

5. Condition@ Y R

6. Loose ft ) N/A
7. Missing @ ) N/A
Rivets

8. Loose © M N/A

9. Missing ! ) N/A

Bolts

10. Cotter Pins Missing N/A
11. Jam Nuts Lgosg N/A
12. Washers g Broken  Missing__
13, Standard Joints
R N/A
4 itch Plates
Y R N/A

15.Edjustable Braces
Y R N/A

Remarks on Page 3

Flagman (: A

16. Non-Adjustable

SY R

Switch Rods

17. Front Rod
Y R N/A
18. £1 Rod (Basket Rod)
é Y R N/A
19, #2 Rod

@Y R N/A
20. 13 Rod

Y R N/A
21. #4 Rod
Y R N/A
22. Closure Rail
Y R N/A
23. ce Rail
&3 A
Using a 62" Cord
S= Up to 1” Max allowed Speed
Y=1"to " Max allowed 1 1/2 “ 40 MPH
R=11/2" TO %” 12 MPH Greater than 1 %" Out
of Service

24 _Head Block Ties
& ¥

25. Switch Adjustment
Yes @)

26. Lubrication

OK
27. Switch Target/ Lamps
OK  Missing

3
Missing N/A

ro

o

Ej
[43]

5
Missing _ N/A

neral Condition

Y R

flated Joints

R

N
b
2
zr

30.

‘Cr

31.

G



Frog Inspection Report/ Semi- Annual

Mainline o Yard

WO#

Wb Ao

e G-26- /7 Inspection Crew &Hgmﬁ fg,g;izezi e__//
e

1. Location:

2. Switch ID# 2 / [:_'2'-'! %

3. Facing Trailing

44. Frog Tread N Y R
Y R
45. Frog Number# 112

46. Erog Point Condition
ey

47. Condition of Frog
S

48, Surface of Frog
Y R
49. Throat in Inches

iy
50. Flangeway Depth

Flangeway Depth must not be less than 1/2

.

Gage

. Main Track — )i 74/
32. Turnout Track o é S/JV
Gage must not be less than 56” for any Class

Guard Rails %,
53. Guard Rail Gage N S[{ <{Rs({ ?N/A

Guard Rail Gage must be less than 54 3/8”

54. Backto back N T2 /qR S} N/A
Back to Back must be less than 531/8”

55 _Condition
s)v R

56. Location of Guard Rail ( Relation to Point)

@:Y R

Guard Rail Clamps

57 ain Track
Y R N/A

58. Turnout Track
S N/A

Class 1 Gage 56" to 57 5"
More than 57 1/2 “ Qut of Service

~13ss 3 Gage 56" to 57”
ore than 57” to 57 %” downgrade to

Class 2 and getsa Y

Remarks on page 3

Flagman

Aa:m

Turnout Ties
£9. Conditions

© v R N/A

60. Rail Movement

Y R N/A

ates

Tie PI

61.©ad
Y R N/A

62. Guard Rail Flangeway

Ri}

@ Y R N
uard Rail Flangeway cannot be less 1 %"

63 ~Guard Rail Plates
Y R N/A

64.

Bolts
65.
66.

Rivets

67.
68.
69.
70.
71.
72,

" 73.

74.

75.

Frog Plates
Q Y R N/A

Loase D N/A
Missing b N/A

Loose 8
Missing 4
Nuts Missing&_&b
Cotter Pins Missing

Washers & Bken Missing
old Down Devices

Y R N/A

Spring Houst
S v K

Derails

S Y R N‘@/
Maximum difference in any 31” in Cross Level on

the siding from the Frog Point to 50” beyond last
long tie

@ Difference

76.

Condition of Line thru entire turnout
R



Remarks

switch#___ 18~ [ /5 pate 72 (T wos___ 50k Y7o |

MI(‘fD Fu“ﬁ—l“"iw{& I_u 9“[‘]‘&*‘5 Ly"c &7{:} ik’%

J {
LB feoﬁﬁ D& Cblgm

All rules comply with the MTA Fled Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard Tracks
S All items inspected are in compliance

Y Attention needed

R Imitate attentionﬂ/\/\/
91790
Reviewed by: | Date: l

= | R



